
MPD-600 In The Test Network  

MPD-600:  Fixed IP Address 
e.g. 192.168.221.105 

Private Test Network (TCP Port 23  Enabled) 

MPD Software Host 

Powered Device 
Operation & 
Management 

Quick Start Guide 

Short Patch  
Cables to PDs! 

Install PSA/PSL/PVA Software to Windows 

Media: 
CD, USB Stick 

Windows Installer: 
mpd600_installer_1.#.#.#.exe 

Win 11,10,8,7, 
Vista,XP PC 

Install Tcl 8.6.9 
if prompted 

Check terms 
 and 
Install  
Software 

Installation Guide and Reference Manuals installed to: 

c:\Program Files (x86)\Sifos\MPD600\docs\ 

Install MPD 
Software 

Router/ 
DHCP Server 

DHCP 
(to PDs) 



Quick Start Guide 

Connect PSA/PSL/PVA from Interactive, Powersh Wish 

Enter/Edit/Clear-Type  
Instrument IP 

Connect PSA/PSL/PVA from PowerShell Tcl 

Keep Prior Address: 
Press Enter or just wait 
8 seconds 

Change Address: Type N, 
press Enter, then enter 
new IP address. 

MPD Factory Set IP Address: 

192.168.221.105 

MPD Interactive 

PowerShell MPD Wish 



IP Address/Mask Configuration – MPD Interactive 

Open [File] [Modify IP] 

Terminal  
Emulator 

Quick Start Guide 

Enter new IP 
Address/Mask Bits 
& Press Modify 

MPD Interactive automatically 
connected to altered 
IP address of MPD 

IP Address/Mask Configuration – PowerShell MPD 

Open PowerShell MPD, connect to present IP address 

Use mpd_set_ipaddr command  
to alter IP address and mask bits 

Then connect to the newly 
altered IP address 

IP Address/Mask Configuration – Web Browser 

See MPD-600 Technical Reference Manual Section 3.1.3 

IP Address/Mask Configuration – Console Port 
Use this method if present IP Address is unknown 

38400 
8 
None 
1 
None 

MPD Factory Set IP Address: 
192.168.221.105 

Save IP address with write command! 

  Never alter Username or Password to MPD Console  IMPORTANT! 



PD IP Address Recovery – MPD Interactive 

Quick Start Guide 

1 

2 

Amber =  
Linked PDs 

After PDs link, press Update 

Read IP Addresses  
assigned by DHCP server 

PD IP Address Recovery – PowerShell MPD 

mpd_link port all will return 
Link Status on all ports 

mpd_pd_ipaddr recovers 
assigned IP address to a 
specified port or to all ports 


