
PSA-3xxx, PSL-3xxx, PVA-3xxx Network Configuration 

Fixed IP Addresses 
e.g. 192.168.221.105 
        255.255.255.0 

Private Test 
Network 
(TCP Port 23 
 Enabled) 

10/100/1000 
Switch (Auto-MDI) 
Minimize Latency 

Facility 
Network 

Isolate networks! 
(no route paths) 

WiFi Avoid! 
Too much 
latency 

IP Address & Mask Configuration with Console Port 

USB 
RS-232 
Protocol 

Virtual COM Port 

9600-8-None-1-HW 

See Install 
Guide 3.5.5 for 
USB driver info. 

Terminal 
Emulator 

Enter ‘1’ Enter ‘N’ 

Avoid DHCP! 

Specify Address, 
Mask Bits, Gateway 

Quick Start Guide 

Console Alternative: psa_setipaddress command in PowerShell PSA 

Enter ‘3’ after 

http://www.jr.com/Templates/HiRes/JR_HiRes.tem?HRIPath=LKSEFAH08W.PNG&HRTitle=LINKSYS+EFAH08W+8+Port+Dual+Speed+10/100+Network+Hub


Install PSA/PSL/PVA Software to Windows 

Media: 
CD, USB Stick 

Windows Installer: PSA_Installer_#_#_#.exe 

Win 11,10,8,7, 
Vista,XP PC 

Install Tcl 8.6.9 
if prompted 

PSE Conformance Test  
Product Keys if applicable 

Check terms and 
Install PSA Software 

Linux Installations: See Installation Guide Section 3.6.4 

Connect PSA/PSL/PVA from Interactive, Powersh Wish 

Known Address 

1 

2 

Select, 
then 
Connect 

New Address 

1 
2 3 

4 

Enter new 
IP then 
Add Chassis 

Select address, 
then Connect 

Installation Guide and Reference Manuals installed to: 

c:\Program Files (x86)\Sifos\PSA3000\Documentation 



Connect PSA/PSL/PVA from PowerShell Tcl 

Keep Prior Address: 
Press Enter or just wait 
8 seconds 

Change Address: Type N, 
press Enter, then enter 
new IP address. 

Update Firmware to PSA/PSL Instruments 

PSA Interactive Browse (or type full path) 

Select PSx-300xv####.hex  
to update instrument controller 
Select PSx-3202v####.hex  
to update all PSA/PSL-3202 ports 
Select PSx-3402v####.hex  
to update all PSL-3424A,L ports 
Select PSx-3402Mv####.hex  
to update all PSL-3424M ports 

 

Memory Stick or CD  
Firmware directory 

Press Start Update 

Use PowerShell PSA for 
PVA updates and for 
individual port updates. 
See Installation Guide 
Section 4.2 or psa_flash 
command. 

After update completes, 
re-connect to PSA/PSL 
instrument. 


